
 

ZKJ379FL  Air Chisel Scalers (Locking Lever Type) 

 

 ZKJ379FL  Air Chisel Scalers (Locking Lever Type) 

TECHNICAL 

DATA 

Blows Per Min : 4800 bpm 
Piston Diameter : 1(25) Inch(mm) 
Piston Stroke : 1.5(38) Inch(mm) 
Air Inlet : 1/4" NPT 

Min. Hose Size : 3/8(10) Inch(mm) 
Avg. Air Consumption : 8.5(240) cfm(l/min) 
Overall Length : 15(380) Inch(mm) 
Net Weight : 2.1(4.6) kg(lb) 

 

PARTS LIST 

Index Part # Description Q'ty Index Part # Description Q'ty 

1 
2 
3 
3-1 
4 
5 
6 
7A 

8 
9 
10 
28 
29 
30 
31 
32 

ZKJ379FL-01 
ZKJ379FL-02 
ZKJ379FL-03 
ZKJ379FL-03-1 
ZKJ379FL-04 
ZKJ379FL-05 
ZKJ379FL-06 
ZKJ379FL-07A 
ZKJ379FL-08 
ZKJ379FL-09 
ZKJ379FL-10 
ZKJ379FL-28 
ZKJ379FL-29 
ZKJ379FL-30 
ZKJ379FL-31 
ZKJ379FL-32 

BACKHEAD 
O RING 
THROTTLE VALVE 
O RING 
SPRING 
ORING 
VALVE CAP 
SAFETY LEVER 
SPRING PIN 
HOSE ADAPTER 
LOCK RING 
ALlGNMENT SHIM 
REAR VALVE BLOCK 
PIN 
VALVE 
FRONT VALVE BLOCK 

1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
2 
1 
2 
1 
1 

33 
35 
36 
37 
38 
39 
40 
41 
50 
 

ZKJ379FL-33 
ZKJ379FL-35 
ZKJ379FL-36 
ZKJ379FL-37 
ZKJ379FL-38 
ZKJ379FL-39 
ZKJ379FL-40 
ZKJ379FL-41 
ZKJ379FL-50 
 

PISTON 
BARREL SLEEVE 
NOSE 
KEY 
DRIVER RETAINER 
RETAINER BUFFER 
BARREL 
RETAINER CAP 
CHISEL BENT (35mm) 
 

1 
1 
1 
1 
1 
1 
1 
1 
1 
 

 


